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Summary

This module covers procedures for inspecting U. S. Department of 

Transportation (DOT) portable cylinders and forklift cylinders of 

less than 101 lb LP-gas capacity.  These procedures also apply to 

Interstate Commerce Commission (ICC) cylinders that have been 

properly maintained and requalified.

Who should attend

•  Cylinder delivery truck drivers

• Bobtail drivers

•  Cylinder plant employees

•  Customer service representatives (front office staff)

NOTE: Employees in these job categories who do not attend this 

meeting should be trained on this subject as soon as possible.

Additional Material

•  Appendix B, “Guide for the Inspection of DOT Cylinders 

in LP-Gas Service,” Railroad Commission of Texas, Texas 

Propane Training Module 2.1, Operating a Dispenser To Fill 

DOT Cylinders and ASME Motor/Mobile Fuel Tanks

•   Appendix D, “DOT Cylinder Visual Inspection/Requalification 

Report,” Railroad Commission of Texas, Texas Propane 

Training Module 2.1, Operating a Dispenser To Fill DOT 

Cylinders and ASME Motor/Mobile Fuel Tanks

Key codes and standards for this topic

Railroad Commission LP-Gas Safety Rules, April 2007 edition,   

  §9.135, “Unsafe or Unapproved Containers, Cylinders, or 

Piping”; §9.137, “Inspection of Cylinders At Each Filling” 

National Fire Protection Association (NFPA) 58, LP-Gas Code   

  (2001 edition), §§2.2.1.5 [DOT cylinders]; 2.2.1.6 [Cylinder 

in fire]; 2.2.6.4 [Label]

29 Code of Federal Regulations §1910.1200, Hazard    

 Communication

49 Code of Federal Regulations §173.301 [Specification,   

 Inspection]

Company Standard Operating Procedures (SOP)

Note any additional materials used on the attached 

documentation form, or indicate not applicable.

A company SOP may provide information to cylinder customers 

regarding proper supervision and training of employees who 

perform propane activities.

Documentation

Complete the attached documentation form listing the date, time 

and location of the safety meeting and the printed names and 

signatures of the attendees, name of persons who should have 

attended but did not, and copies of any materials distributed, 

video shown, or visuals aids used in the demonstration.  These 

materials should be properly filed in a safe location.  
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General rules

 This handout covers cylinders with an LP-gas capacity of  less than 101 lbs. 

•  Cylinders must be inspected and/or filled by properly Railroad Commission-certified 
personnel using proper safety procedures and personal protective equipment.

•  Never attempt to inspect or fill a cylinder if you have not been properly trained to do so.
•  Follow any and all company procedures relating to performing LP-gas activities.
•  Contact your supervisor immediately if you have any safety concerns or questions.

Inspection

The metal wall of a new 4BA-240 (two-piece alloy steel) cylinder is about the same thickness as 
a U.S. nickel coin.  If the wall thickness is reduced or the wall is damaged, the cylinder must be 
inspected to determine whether it is safe for continued LP-gas service.

1. Use proper lifting techniques when lifting a cylinder.
2.  Remove any sleeves or wrapping.  A cylinder cannot be inspected properly if sleeves or 

wrappings are installed. 
3.  Check for proper marking of the cylinder’s DOT specification, such as 4B-240, 4BA-240, 4BW-

240, 4E-240.
4.  Inspect cylinder for leaks, corrosion, denting, bulging, fire damage, or evidence of rough 

usage to the extent that the cylinder is likely to be weakened appreciably.
5. Inspect the valves, valve protection (guard) and foot ring.
6.  Ensure that applicable propane cylinders between 4.2 lbs. and 40 lbs. LP-gas capacity in vapor 

service are  equipped with an appropriate Overfill Prevention Device (OPD). 
7. Inspect the pressure relief valve for damage, corrosion, or foreign material.  
8. Be sure to thoroughly inspect the entire cylinder.
9.  Look for plastic automotive body filler material, cold-weld compounds, unauthorized welds 

and other such alterations. 
10.  Pay particular attention to the entire area inside the foot ring.  Ensure that the area inside 

the foot ring is free of dirt, mud or foreign material. 
11.  When checking heavy corrosion or pitting, be extremely careful not to jab, punch or take any 

other action that may penetrate the cylinder and cause a leak or hazardous situation.  
12.  Check the cylinder’s retest date.  Each cylinder must be requalified for continued use when 

12 years have elapsed from the cylinder’s date of manufacture.  External visual inspection is 
required for an additional 5 years requalification period.
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13.  DOT 4E specification (aluminum) cylinders that show any fire damage must be 
permanently removed from LP-gas service. 

14.  All cylinders must be properly labeled.  Replace any obliterated, unreadable or 
damaged labels.  DOT regulations require that cylinders used to transport LP-gas 
have a DOT shipping label.  NFPA 58 requires consumer labels.  Cylinders used 
by a business, such as a roofing contractor, are required to have an OSHA hazard 
communication label in lieu of the consumer label. 

(See figures 2, 3 & 4 on the following page.)

NOTE: Any person who performs a visual requalification of DOT specification cylinders in 
commerce is required to have a Requalifier Identification Number (RIN).  

15.  When inspecting forklift cylinders, be sure to inspect the pressure relief valve 
and date, the 45° adapter, and the weather cap.  A new pressure relief valve must 
be installed within 12 years of cylinder’s date of manufacture and every 10 years 
thereafter.  Pressure relief valves must have an 45° adapter unless the manufacturer 
installed the opening at 45°.  A weather cap is required with or without an adapter. 

If a cylinder fails any part of this inspection, DO NOT FILL IT until the cylinder and/or the 
valve(s) have been properly repaired or replaced.
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Figure 1 Features of Vapor 
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Figure 4 OSHA Hazard Communication Label

Figure 2  DOT (Title 49) Cylinder Shipping Label (may be 2 or 2.1)

Figure 3  Consumer Cylinder Warning Label
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PROPANE SAFETY MEETING
doCumenTaTion foRm

Topic:

name of Company: location:

City: state: Zip:

date:

instructor (Print name) instructor (signature)

if applicable, instructor’s Company/address/Telephone and Cell Telephone no.:

materials used at meeting (attach copies of any printed materials distributed)

N O T E S



A T T E N D E E S

Clearly Print name signature

A b S E N T E E  M A K E u P  T R A I N I N G

date:

instructor (Print name) instructor (signature)

if applicable, instructor’s Company/address/Telephone and Cell Telephone no.:

A b S E N T E E S

Clearly Print name signature


